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Technical modifications reserved - we are not responsible for issues while printing

Engine Timing Tool Set for Rover, Peugeot, Ford, Volvo 2.0 & 2.2L D (Art. 8529)

- allows inspection and adjustment of engine
   timing on following models and engines:
- Peugeot: 807 (05-11), 407 (05-11), 607 (05-09)
  engine: DW10UTED4 (RHK), DW10BTED4 (RHR)
  DW12BTED4 (4HS), (4HP), (4HT), (4HR)
- Citroën: C4 (04-10), C5 II (04-10)
  engine: DW10BTED4 (RHR)
- Land Rover: Freelander (06-10)
  engine: DW12BTED4, 224DT
  Volvo: S40 (03-10), V50 (06-10), C70 (06-10),
  S80 (07-10), C30 906-10), V70 (07-10)
  engine: D420T 2.0D
- Ford: S Max 2.2 (08-10), Galaxy 2.2 (08-10),
  Mondeo 2.2, 2.0 (07-10)
  engine: QXBA(2.2), QXWA(2.0), QXBB(2.0),
  Q4BA(2.2), QXWA(2.0), QXWB(2.0), AZBA(2.0),
  AZBC(2.0), AZWA(2.0)
- includes following tools:
  - Camshaft Locking, to be used as OEM
    PSA 0188.M, Ford 303-1277, Volvo 999-7122
  - Flywheel Locking, to be used as OEM
    PSA 0188.X, Ford 303-1270/1059, Volvo 999-7121
  - Crankshaft Locking, to be used as OEM   
    PSA 0188.F, Ford 303-1272, Volvo 999-7119/7120


